BOSTIK

ISR 2K-03

BONDING ADHESIVE

- Long open time combined with fast strength build-up
- 2-component system, 1:1 Mixing ratio
- Elastic bonding adhesive

Bostik ISR 2k-03 is a high quality elastic bonding
adhesive, suitable for use on structures in industrial
applications requiring a quick strength build-up.

Bostik ISR 2k-03 has excellent resistance to UV, weather
and temperature, and exhibits excellent adhesion
performance on a wide variety of substrates (minimal or
no pre-treatment necessary) while it can be overpainted
with most common industrial paints.

- Elastic bonding in in mobility market applications
- Bonding of sunroof systems

- Bonding of roof elements

- Bonding of aluminium or polyester corner profiles
- Bonding of flooring systems

- Excellent UV-resistance and ageing properties

- Good adhesion on many substrates without the use of
a primer

- Neutral, odourless and fast curing

- Paint compatible with most industrial paint and lac-
quer systems, both alkyd resin- and dispersion based.

(due to the numerous different types of industrial paint
a compatibility test is recommended before use, plea-
se consult with the paint supplier).

Bostik ISR 2k-03 can easily be extruded with a hand- or
air pressure applicator at temperatures between +5°C
and +35°C. In bonding applications, the substrates need
to be assembled within 25 minutes (at 23°C/50% R.H.) of
applying ISR 2k-03. A minimum adhesive thickness of 2
mm is recommended. Bostik ISR 2k-03 should be tooled
off or smoothed within 25 minutes (at 23°C/50% R.H.)
using a spatula or putty knife, occasionally moistened
with a watery soap solution (avoid soap containing
limonene as these can cause discoloration of the
sealant). Avoid soap solution penetrating between joint
surface and adhesive, as this will cause loss of adhesion.
Cleaning tools or removing uncured residue of ISR 2k-03
can be done with a clean colourless cloth, wetted with
Bostik Liquid 1.
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Basic Material

Silyl Modified Polymer (SMP)
A+B-component

Resistance

Specific Gravity [g/ml] |A-Comp. 1.4 | B-Comp. 1.3

Skin Forming Time [min] ca. 25

23°C/50% R.H.

Curing Speed Full cure (Cohesion build-up
after 24h, >50% of final
strength

23°C/50% R.H. (After

24hrs)

Shore A Hardness ca. 40

Color White / Black / Grey

Tensile Stress At [MPa] Jca. 1.2

100%

ISO 37 (dumbbells)

Volume Change [%] ca. <4

Tensile Stress At Jca. 1.2

100%

Tensile Stress At [MPa] ca. 3.0

Break

ISO 37 (dumbbells)

Elongation At Break |[%] ca. 400

ISO 37 (dumbbells)

E-Modulus [MPa] ca. 1.5 (10%)

ISO 37 (dumbbells)

Shear Stress [MPa] ca. 2.4

ISO 4587

Glass Transition [°C] Ca. -70

Temperature [°C] -40 to +110*

Resistance

Application [°C] +5 to +40

Temperature

UV And Weather Excellent

=10 Cycles of 7 hours at 110°C followed by 17 hours at

23°C/50%RH.

400ml (2x200ml) Duo Cartridge

Bostik SA

51, Esplanade du Général de Gaulle,

92800 Puteaux - France
Smart help: +33 149 007 502
www.bostik.com

All advice, recommendations, figures and safety regulations provided are based on careful investigations, as well as the current state of our experience and are without obligation. Although the documentation has been
compiled with the greatest care, we do not accept any liability for inaccuracies, mistakes, typesetting or printing errors. We reserve the right to modify the respective product if we deem it necessary. Since the design,

Bostik ISR 2k-03 adheres well without primer on most
clean, dry, dust and grease free substrates. Due to the
wide variety of substrates available Bostik recommends
adhesion testing prior to use.

No adhesion will be obtained on untreated polyethylene,
polypropylene and Teflon.

Where, due to great thermal or physical loads, high
adhesion demands are required, the use of Bostik Prep
CS or Prep M (TF) is recommended, especially under wet
conditions. Prep CS and Prep M (TF) degrease and
prepare the surface of the substrate for bonding in one
single step.

On plain, untreated wooden surfaces and porous
substrates, Bostik Prep P is recommended to prepare
the surface for bonding. For more details on Prep CS,
Prep M (TF) and Prep P consult the concerned Technical
Data Sheet.

ISR 2k-03 can be stored for up to 12 months in cartridge,
in original, unopened container in a dry place at
temperatures between +5°C and +30°C.

The following publication is available on request:

- Material Safety Data Sheets (MSDS).

the quality of the substrate and the processing conditions are beyond our assessment, no liability can be accepted for work performed on the basis of this documentation. We therefore advise you to carry out
practical tests on site yourself. Our general Terms and Conditions of Sale and Delivery apply to all our sales and deliveries.
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