
PRODUCT DESCRIPTION
PRIMER 6000 is used as a primer for sub floor preparation before applying Bostik Floor Screed or Bostik Ceramic Tile Adhesive. 
PRIMER 6000 improves adhesion, reduces the suction power of the substrate and can act as a dust binder. In some cases, 
PRIMER 6000 can be mixed with screed to increase flexibility of the levelling compound.

AREA OF USAGE
Primer 6000 can be used on most types of substrates where Bostik Floor Screeds can be applied.

WORKING INSTRUCTION

PREPARING THE SUBSTRATE

For best work results, the temperature in the room should be between +10ºC and +25ºC

Cleaning: Make sure that the substrate is free from dust, dirt, paint, adhesive residues, oil, grease, wax, etc. and that it is solid 
and hard without cracks on the surface or the like. Any sludge layer should be ground or milled away. If unsure, contact Bostik 
for further advice. 

Mixing: PRIMER 6000 is applied to normally absorbent surfaces once diluted with water 1:3 (primer:water). 2 treatments are 
recommended on more absorbent 

substrates. On floor gypsum boards and wood fibre boards, dilute the primer with water 5:1 (primer:water).  Always start by 
measuring the water to get the right mixing ratio. Use water +5 to +20ºC. 

Application: Work the primer into the substrate with a brush or broom. Avoid the formation of pools of primer. The primer must 
have dried a maximum of 24 hours before levelling and filling. If the surface is exposed to dust before filling, the surface must 
be cleaned and primed again.

NB! In case of solar radiation, high temperature, strong ventilation or other factors that can accelerate the drying, the surface 
must be protected against drying too rapidly. Neither a dehumidifier nor a heating fan should be used. The product is only 
suitable for indoor use.

SAFETY
The content of the product is according to valid legislation not classified as unhealthy or flammable. For further information, 
please see material safety data sheet.

CONTACT US

TEL +46 (0)42-19 50 00
info.se@bostik.com

Bostik AB, Strandbadsvägen 22, Box 903, SE-251 09 Helsingborg Tlf: +46 
(0)42-19 50 00, Fax: +46 (0)42 19 50 21, www.bostik.se

Disclaimer: The technical data we present, as well as our instructions and re-
commendations are all based on a variety of tests and our experience. They are 
intended to help the user to find the most suitable working method and get the 
best possible results. Since the users working conditions is beyond our control, 
we cannot accept any responsibility for the results obtained by the product.
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TECHNICAL DATA

Type Polymer dispersion

Solvent Water

Consistency Liquid

Colour White

Density 1,04

Drying time 30-60 minutes depend-
ing on the adsorption of the
substrate, temperature and
moisture

Dry solids content Approx. 45%

Demand 1 litre to 10-14 m2 in mix-
ing ratio 1:3 dependent on 
the adsorption ability of the 
substrate

Flammable No

Application tools Brush or broom

Application temperature Not below +6°C

Cleaning of tools Immediately with water

Storage 12 months in unopened pack-
ages at +20°C. To be pro-
tected from frost.
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