
 

 

GRIP B340 Boscoseal Aquashield 

BITUMEN EMULSION WATERPROOFING COATING 

TECHNICAL SHEET 30/04/2026 

SMART ADVANTAGES 

- Exceptional long-term weathering resistance on 
exposure to the elements 

- Retains plasticity and ductility indefinitely 
- Does not flow or creep under high temperatures 
- Excellent adhesion to clean and dry surfaces 
- Non-toxic and non-hazardous to handlers 
- Construction-friendly; can be applied to damp 

substrates (provided no free surface water) 

 
 

DESCRIPTION 

 
GRIP B340 Boscoseal Aquashield is a pure bitumen emulsion 
suspended in water using specialized mineral colloids. 
 
Often referred to as 'Cold Asphalt', this ready-to-use system 
requires no heating for application. Its solvent-free formulation 
eliminates fire and asphyxiation hazards, ensuring a highly safe 
working environment. 
 
The emulsion is stable during storage and offers versatile 
application options. It can be diluted with water or mixed with 
cement, sand, and aggregates to produce a mastic mix. Upon 
application and curing, the bitumen particles fuse together to 
form a continuous, impermeable pure bitumen waterproofing 
membrane. 
 

USES 

 
 GRIP B340 Boscoseal Aquashield is designed for: 
- As a primer coat prior to the installation of bitumen sheet 

waterproofing membranes 
- As a damp-proofing system for various construction 

substrates 
- As an anti-corrosive protective coating 
- For the general protection of structural elements 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

PRODUCT CHARACTERISTICS 

Appearance Brownish black paste liquid 

Application temperature 5 to 60°C 

 
PRODUCT PERFORMANCE DATA 

Specific gravity Approx. 1.0kg/L 

Volume solid Approx 50% 

Flammability Non-flammable 

Drying time  4-6 hours @ 25°C / 50% RH 
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This datasheet is for the general help of users. It is provided in good faith. The data is current and accurate to the best of our knowledge. Differing materials, substrates, environments, site conditions, and 
product storage, handling and application may affect results. Users should carry out tests to decide the product’s suitability for purpose. This data sheet and the properties of the product may change without 
notice. Users, suppliers, and retailers should check that the data sheets they have are the latest. To the maximum extent permitted by law, Bostik disclaims all warranties in relation to manufacture and use 
of the product. Bostik is not liable for representations made by users, suppliers, or retailers about the product. Bostik is not liable for any loss or damage resulting from incorrect, careless, or negligent use or 
storage of the product, including use of out-of-date product. Any liability arising from use of the product is limited to the replacement or purchase price of the product. Bostik does not exclude rights and 
remedies that cannot be excluded by legislation, for example under the Australian Consumer Law (ACL). Sale of the product by Bostik is subject to the Bostik Australia Proprietary Limited Conditions and 
Terms of Sale. For more information on Bostik, products, and conditions of use and sale visit www.bostik.com.au 

1800 BOSTIK (267 845) 

 

USING GRIP B340 Boscoseal Aquashield 

 
Please read and understand the Safety Data Sheet before 
using this product. SDS can be acquired by visiting 
www.bostik.com.au or by scanning the QR code on relevant 
packaging. 
 

SURFACE PREPARATION 
- Check that all substrates are structurally sound, clean, and 

completely free of dust, excess mortar, oils, and other 
loose particles or contaminants. 

- Cracks, honeycombing, and other surface defects must be 
repaired using a suitable cementitious mortar prior to 
application. 

- The interface between metal flashing and concrete may be 
sealed using GRIP B340 Boscoseal Aquashield, reinforced 
by embedding a wide strip of fiberglass matting. 

- Excessively dry substrates must be dampened and kept 
continuously moist for 1 to 2 hours before application. 

- Remove all free surface water or standing water to ensure 
the surface reaches a Saturated Surface Dry (SSD) 
condition prior to applying the waterproofing coating. 

 
APPLICATION 
- GRIP B340 Boscoseal Aquashield can be applied directly 

from the container using a brush, roller, or squeegee. 
- Apply uniformly in a continuous film to achieve a minimum 

dry film thickness of 1.0mm, ensuring thin spots are 
avoided. 

- Care must be taken to ensure that all pinholes and surface 
potholes are individually treated and fully sealed. 

- Allow the GRIP B340 Boscoseal Aquashield membrane to 
dry for a minimum of 4-6 hours before subjecting the area 
to further trades. 

 
COVERAGE 

Prime the substrate using GRIP B340 Boscoseal Aquashield 
applied at an approximate coverage rate of 4m²/L, depending 
on the porosity and condition of the substrate. 
 
 

CLEANING 

 
Warm soapy water will remove Dampfix® Platinum from tools & 
equipment prior to full cure.  
 
 
 
 
 
 
 
 

STORAGE & SHELF LIFE 

 
Store between 5ºC and 30ºC. If stored, unopened within these 
temperature ranges, this product has a shelf life of 12 months.  
Protect from excessive heat, moisture and freeze/thaw. 
 

HEALTH & SAFETY 

 
SEE THE SAFETY DATA SHEET FOR ADDITIONAL INFORMATION. 
 
For emergency information contact the Poisons Information 
Centre, phone 131 126 or the Emergency Response Service, 
phone 1800 033 111. 
 

PRODUCT CODES 

AQUASHIELD BX (20L) 30803409 

GRIP B340 Boscoseal Aquashield (20L) 30624525 

 
 


