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PALLET - FIX 

WATER BASED PALLETIZING ADHESIVE 

YOUR SMART ADVANTAGES 
 

− Non tacky once cured 
 

 
DESCRIPTION 
 
Pallet-Fix is water based palletizing adhesive designed 
to provide stability to pallet loads of cases, cartons 
and bags during handling, freight and storage. The 
product allows for restacking. 
 
USES 
 

− Palletizing of cartons 
 
APPLICATION INTRUCTIONS 
 
1. Pallet-Fix should be applied by brush or roller to 

cartons/bags as they are being stacked onto 
pallets.  

2. The product can also be applied through nozzle 
applicators. Pallet-Fix develops quick tack and 
stability within a few minutes of application.  

3. On thorough drying, after about 8 - 24 hours, the 
cartons can be snapped apart with an upward 
movement without any fibre tear.  

4. Meets composition requirements of Indirect Food 
Additive Regulation 21 CFR 175.105 "Adhesives".  

 
COVERAGE 
 
Up to 10m2 per Litre on one surface 
 

PRODUCT CHARACTERISTICS 

Colour / s Off white. Dries clear 
amber 

Type Synthetic resin 
emulsion 

Viscosity Approx. 4500 cps 
(Brookfield) 

Solids Approx. 37% 

Product code 
20 Litre – Off White 

 
30840248 

 

STORAGE & SHELF LIFE 
 
Store under cover, in a cool, dry place, away from all 
sources of ignition. For optimum shelf life, keep 
between 5⁰C and 30⁰C. DO NOT ALLOW TO FREEZE. 
 
Shelf life is up to 12 months from date of manufacture 
when stored in original, unopened containers, under the 
above conditions. 
 
CLEAN UP 
 
Clean up with water while still wet. 
Dried adhesive may be removed with Bostik 9934 
Solvent. 
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This datasheet is for the general help of users. It is provided in good faith. The data is current and accurate to the best of our knowledge. Differing materials, 

substrates, environments, site conditions, and product storage, handling and application may affect results. Users should carry out tests to decide the product’s 

suitability for purpose. This data sheet and the properties of the product may change without notice. Users, suppliers and retailers should check that the data sheets 

they have are the latest. To the maximum extent permitted by law, Bostik disclaims all warranties in relation to manufacture and use of the product. Bostik is not 

liable for representations made by users, suppliers or retailers about the product. Bostik is not liable for any loss or damage resulting from incorrect, careless, or 

negligent use or storage of the product, including use of out of date product. Any liability arising from use of the product is limited to the replacement or purchase 

price of the product. Bostik does not exclude rights and remedies that cannot be excluded by legislation, for example under the Australian Consumer Law (ACL). Sale 

of the product by Bostik is subject to the Bostik Australia Proprietary Limited Conditions and Terms of Sale. For more information on Bostik, products, and conditions 

of use and sale visit www.bostik.com/au 

For emergency information contact the Poisons 
Information Centre, phone 131 126 or the Emergency 
Response Service, phone 1800 033 111. 
 
 

 

 
Smart help 1800 898 551  

 
BOSTIK HOTLINE  


