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Using an TKB-A2 SPATULA lightly 
spread the adhesive evenly over
the entire width to secure the mesh 
to prevent any wrinkles or folds.

Find and mark your center line. Lay down R3BOND® GRID parallel to 
the center line. Unroll a manageable 
area that can be covered within
the R3BOND® ADHESIVE open time.

R3BOND® ADHESIVE and GRID.

Once the R3BOND® GRID is in place 
lightly apply the adhesive unto the 
surface.

The adhesive will penetrate the mesh 
leaving the right consumption into
the self levelling compound.

Press down with the hand roller
to ensure proper transfer.

End result.Allow the adhesive to air for approx. 
15-20 minutes.

Place the LVT tiles/planks into
the adhesive.

Do not overlap the grid. Cut the next 
R3BOND® GRID to the required width, 
leaving approx 3cm of excess.

Place the R3BOND® GRID and apply 
the adhesive lightly over the entire 
area.

Trim the excess R3BOND® GRID after
the installation. 

Re-roll the entire area using the heavy 
roller once again.

LUXURY VINYL TILES (LVT)

INSTALLATION 
STEPS WITH 
BOSTIK R3BOND® SYSTEM
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Place the next R3BOND® GRID leaving
a gap between 3-5mm.

Lay the VINYL SHEETS as standard 
then fold back the flooring 
approximately half way.

Once the R3BOND® GRID is in place 
lightly apply the adhesive unto the 
surface using the TKB A2 SPATULA.

Using a heavy roller, roll the floor 
immediately after the installation.

Cut the flooring to size.Repeat the process in managable 
areas based on the adhesive
open time.

Repeat the process after 30 min
and re-roll the entire floor using
a heavy roller.

Lay the R3BOND® GRID perpendicular
to the PVC sheet.

Once ready, place the floor covering 
into the adhesive.

VINYL SHEETS

Once the R3BOND® GRID is in place
lightly apply the adhesive unto
the surface.

Using an TKB-A2 SPATULA lightly 
spread the adhesive evenly over the 
entire width to secure the R3BOND®

GRID to prevent any wrinkles or folds.

The adhesive will penetrate the mesh 
leaving the right consumption into
the self levelling compound.

R3BOND® ADHESIVE and GRID.

End result.
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Cut the flooring into strip approx. 
15-20cm wide.

Once covering has been removed, 
repeat the process to remove the
R3BOND® GRID.

Once cut, remove the floor covering 
away from the mesh (by hand or 
machine). Covering will be adhesive
free ready for recycling.

Your next renovation will not require 
an extensive flooring preparation.

CONTACT YOUR TECHNICAL TEAM 
FOR MORE INFORMATION
Bostik ACADEMY is a knowledge center carefully created for professionals
in the construction market.
At Bostik ACADEMY you will experience a tailored training program that 
is perfectly matched to your needs. Our highly skilled Technical Team will 
present our product portfolio, best application methods, and key industry 
recommendations. In addition, we are also able to off er tailored dedicated 
trainings to you and your team.

Find us online at
www.bostik-academy.com

Discover videos 
and learn more 
about R3BOND®

TRAININGS TECHNICAL
VIDEOS

TECHNICAL
DOCUMENTATION

WEBINARS PRODUCT
OVERVIEW

REMOVAL OF 
THE R3BOND®

SYSTEM

FLOORING CAN BE SENT 
FOR RECYCLING

BO_INSTALLATION_GUIDE_REBOND_V7.indd   10-11BO_INSTALLATION_GUIDE_REBOND_V7.indd   10-11 17/09/2024   17:3717/09/2024   17:37


