
• Relieve tensions caused by shear and tensile 

movements

• Stabilizes installation over critical subfloors

• Easy to cut and install

DESCRIPTION

RENO U750 FLEECE is a flexible and breathbable fibre
fleece underlay which relieves tensions from tensile
and shear movements and ensure stability during hard
floor covering installation or levelling compounds
application.
Suitable new and renovation projects in residential,
commercial and industrial areas.

Areas of application :

• Concrete
• Calcium sulphate or cement screeds
• Mastic asphalt screeds
• Ceramic tiles, terrazzo or natural stones
• Wooden substrates
• Metallic substrates
• Compatible with underfloor heating system

Suitable for

• Hardwood floors installation as bonded solid or
engineered parquet and laminate flooring

• Ceramic tiles, terrazzo and natural stones
• Levelling compounds installation. Please contact

your local Technical Sales Representative for more
information.

RENO U750 FLEECE
STRESS-RELIEVING AND DECOUPLING UNDERLAY 

FOR FLOORING INSTALATION

Composition Polyester fleece

Color White

Packagging Roll 50 m² (1m x 50m)

Roll weight 12,5kg (approx. 250 g/m²)

Longitudinal tensile 
force

Max. 950 (N/50mm)

Transverse tensile force Max. 700 (N/50mm)

Longitudinale tensile 
elongation

Max. 35%

Transverse tensile 
elongation

Max. 37%

Air permeability 1,100 l/m.s²

Fire behaviour
according to EN 13501-1

B fl- s1

Storage / Shelf life* Min. 24 months

PRODUCT CHARACTERISTICSAPPLICATIONS
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OLD NAME: NIBOLAY RENOFLEECE



• TILING INSTALLATION

Lay out RENO U750 FLEECE on the floor 
perpendiculary to the installation direction of the 
hardwood flooring and cut to size using scissors or a 
sharp knife. 
Fold RENO U750 FLEECE back to the center. 

Using a 4mm or 6mm depth notched trowel 
(depending on smoothness and evenness of 
substrate) apply a fast-setting tile adhesive, 
classified C2 S1 as ARDAFLEX TURBO or ARDAFLEX 
XXL or any other approved BOSTIK tile adhesive , 
evently over the subfloor. Do not Do not apply more 
adhesive than can be laid with a good transfer onto 
RENO U750 FLEECE backing within the open time. 

Lay down RENO U750 FLEECE into the fresh 
adhesive bed without making any creases. Rub in 
firmly the cover surface taking particular care with 
the head and seam areas. . Rub down once again 
after approx. 20 minutes to the secure the full 
bonding of RENO U750 FLEECE.

Repeat same procedure on the other half. 

Depending on type of adhesive has been used, the 
installation of tiling floor will be ready after approx. 
24 hours.

• SOFT FLOORING INSTALLATION

In case of soft flooring installation, a low shrinkage 
levelling compound up to 5 mm will have to be apply 
over RENO U750 FLEECE prior to flooring installation. 

Please contact your local Technical Sales 
representative for more informations. 

50 m² roll of 1m wide by 50m long

Shelf life minimum 24 months when stored in
relatively cool conditions. Store rolls upright to avoid
any pressure marks. Frost-resistant up to - 25 °C.

 

SUBFLOOR PREPARATION

The substrate must be sound, dry, free from materials
(dirt, oil, grease) that would impair adhesion. Any
adhesion-reducing or unstable layers, e.g. release
agents, loose adhesives, compounds, or paint residues,
etc. must be removed, e.g. by brushing, abrading,
grinding or shot-blasting. Thoroughly vacuum loose
material and dust. Dense, smooth and metallic
substrates have to be degreased and grinded.

In case of weak or dusty surfaces, HYTEC P510
RENORAPID could be use as a solidification primer prior
to RENO U750 FLEECE installation with a MS or PU
adhesive. HYTEC P510 RENORAPID will have to be cover
within 24 hours.

In case subfloors presented uneven and non-flat
surfaces, the substrates must be levelled with a
suitable BOSTIK primer and levelling compound.

The temperature of the floor and air must be stable and
maintained between +15°C and +30°C throughout the
application and drying of the underlayment

UNDERFLOOR HEATING SYSTEM

Warm water underfloor heating systems must be
switched off for 48 hours prior to, during and for a
minimum of 48 hours after application. After this time,
gradually turn up the underfloor heating until
operational temperature is achieved.

METHOD OF USE

• HARDWOOD INSTALLTION

Lay out RENO U750 FLEECE on the floor perpendiculary 
to the installation direction of the hardwood flooring 
and cut to size using scissors or a sharp knife. 
Fold RENO U750 FLEECE back to the center. 

Using a TKB B3 spatula apply an approved BOSTIK  MS 
or PU adhesive as WOOD H160 MULTIPARQUET, WOOD 
H200 ELASTIC or WOOD H770 ECO PREMIUM evently 
over the subfloor. Do not apply more adhesive than can 
be laid with a good transfer onto RENO U750 FLEECE 
backing within the open time. 

Lay down RENO U750 FLEECE into the fresh adhesive 
bed without making any creases. Rub in or roll out  
firmly the cover surface taking particular care with the 
head and seam areas. Rub down once again after 
approx. 20 minutes to the secure the full bonding of 
RENO U750 FLEECE.

Repeat same procedure on the other half. 

Depending on type of adhesive has been used, the 
installation of hardwood floor will be ready after approx. 
24 hours. 

DIRECTIONS FOR USE

Code UC PCB Pallet GENCOD

30633819
Roll  of
50 m²

(1x50m)
1 15 4008373140244

PRODUCT INFORMATION

STORAGE STABILITY 

COVERAGE
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BOSTIK TECHNICAL ASSISTANCE

Smart Help +XX XX XXX XXX

3

SAFETY
For more details, consult the safety data sheet on 
https://bostiksds.thewercs.com/default.aspx 

The information given and recommendations made herein are based on Bostik’s research only and are not
guaranteed to beaccurate. The performance of the product, its shelf life, and application characterist ics will depend
on many variables, including the kind of materials to which the product will be applied, the environment in which
the product is stored or applied, and the equipment used for application. Any change in any of these variables can
affect the product’s performance. It is the buyer’s obligation, prior to using the product, to test the suitability of the
product for an intended use under the conditions that will exist at the time of the intended use. Bostik does not
warrant the product’s suitability for any part icular application. The product is sold pursuant to Bostik’s Terms and
Conditions of Sale that accompanies the product at the time of sale. Nothing contained herein shall be construed to
imply the nonexistence of any relevant patents or to constitute permission, inducement, or recommendation to
practice any invention covered byany patent, without authority from theowner of the pat
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