
SL C510 PRO
SELF-LEVELLING COMPOUND FOR USE ON INTERNAL FLOORS 

KEY BENEFITS

*these times are determined at + 23° C and 50 % relative 
humidity on normally absorbent substrates

• Good workability in thin layer

• Improved sanding

• Long working time

• Very high mechanical resistance with no 

shrinkage

• Suitable for supermarkets and hypermarkets 

DESTINATIONS

Areas of applications :

SL C510 PRO is a self leveling compound for use on
internal floors.

• Levelling of screeds
• Rapid screeds
• Raw concrete ceilings
• Suitable for layer thicknesses of 1 to 10mm on

mastic asphalt screeds
• Substrat preparation before parquet and floor

covering work
• Tilling and slab work

Composition / colour
Cement, resin 
tempered / grey 
powder

Mixing ratio 
5.5 liters of water per 
25 kg bag

Application
temperature

Between +18°C and 
+25°C

Working time* 25 minutes 

Walk on time* 2-3 hours

Curing time* After approx. 24 hours 

Application thickness 1-20 mm

Coverage 1.5 kg/mm/m²

Compressive strength C30

Flexural strength F7

PRODUCT CHARACTERISTICSAPPLICATIONS



BOSTIK TECHNICAL ASSISTANCE

Smart Help +XX XX XXX XXX

1.5 kg/mm/m²

Store in a dry place. Shelf life 6 months. Protect from 
moisture.
INDUSTRIAL SAFETY AND ENVIRONMENTAL 
PROTECTION
Contains cement, reacts alkaline with water. Eye and 
skin irritations are possible. Please pay attention to 
the danger information and safety advice on the 
containers and in the safety data sheets.

Tools may be cleaned with water whilst the mix is 
still wet.
Underfloor heating systems must comply with 
current building regulations. In all cases drying time 
must be respected. 

CLEANING PREPARATION

The substrate must be permanently dry, clean (free
from dirt, oil, grease, wax and other separating
agents), crack-free, tensile and compressive strength
in accordance with the requirements of DIN 18365 or
DIN 18356, DIN 18352. Depending on the substrate
and the condition of the substrate, suitable primers
from our range must be used. Please observe the
information in the relevant technical data sheets.

METHOD OF USE

Before filling work, we recommend the use of Bostik 
edge insulation strips for all rising building 
components.

Place 5.5 l of cold tap water in a clean container and 
mix the powder to a homogeneous mass with a 
suitable stirrer. For best possible working results, it
is recommended to ripen briefly and stir the mass 
again. Afterwards SL C510 PRO is poured out and can
be applied with a smoothing trowel or a suitable
squeegee in the required layer thickness.

The use of the squeegee technique allows
economical working with the result of a flat surface 
in a defined application thickness.
It is essential to protect setting layers from drying
out too quickly, e.g. through direct sunlight, draughts
or excessively high temperatures. Before laying
parquet or floor coverings, the levelling layer must 
be completely dry.

Tiles and slabs can usually be laid after they have 
been walked on. High layer thicknesses of 5 mm and 
above and/or dense constructions as well as the 
respective tile format may require different drying
times. Please consult the application technology
department.

If an additional levelling layer is required, an 
intermediate primer must be applied after the first 
layer has dried. The layer thickness of the 
subsequent smoothing layer must not exceed 1/3 of 
the layer thickness of the first layer. Please observe 
the instructions in the relevant technical data 
sheets.

For larger surfaces, we recommend applying SL C510 
PRO with suitable mixing pumps and especially with
the Bostik Pump Truck

Code UC PCB GENCOD

30615474 25 kg 1 4008373130153

SAFETY

For more details, consult the safety data sheet on 
https://bostiksds.thewercs.com/default.aspx 

The information given and recommendations made herein are based on Bostik’s research
only and are not guaranteed to be accurate. The performance of the product, its shelf life,
and application characteristics will depend on many variables, including the kind of
materials to which the product will be applied, the environment in which the product is
stored or applied, and the equipment used for application. Any change in any of these
variables can affect the product’s performance. It is the buyer’s obligation, prior to using
the product, to test the suitability of the product for an intended use under the conditions
that will exist at the time of the intended use. Bostik does not warrant the product’s
suitability for any particular application. The product is sold pursuant to Bostik’s Terms and
Conditions of Sale that accompanies the product at the time of sale. Nothing contained
herein shall be construed to imply the nonexistence of any relevant patents or to
constitute permission, inducement, or recommendation to practice any invention covered
by any patent, without authority from the owner of the pat

SUBFLOOR PREPARATION COVERAGE

STORAGE STABILITY 

CLEANING

https://bostiksds.thewercs.com/default.aspx
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