
STIX P956 2K
TWO COMPONENT POLYURETHANE ADHESIVE FOR FLOOR COVERINGS

KEY BENEFITS

* these times are determined at + 23° C and 50 % relative 
humidity on normally absorbent substrates

• Very high bonding performance 

• Moisture and heat resistant 

• High strength 

• High initial tack 

• Solvent-free

DESTINATIONS

STIX P956 2K is two-component polyurethane adhesive
for laying floor coverings subjected to heavy-duty use
or high mechanical or thermal stress.

Associated floor coverings :

• Rubber coverings 
• Linoleum coverings 
• Concrete screeds 
• Stone 
• Ceramics 
• Fibre cement 
• PVC materials 
• Styropor 
• Steel 
• Aluminium 
• Buildidng 
• Wood based panels 

STIX P956 2K can also be used to a greater extent for
bonding these materials.

Composition/
colour

Polyurethane 
Mixing : yellow 
Comp. A : grey-white
Comp. B : brown

Waiting time* 10 min 

Open time* 45 min

Walk on time* 12 hours

Curing time* / 
Floor 
installation

After 24 hours

Coverage 
A2 approx :  400-450 g/m² 
B1 approx. : 500-750 g/m² 
B2 approx. : 1000-1200 g/m² 

Application 
temperature

+18°C to 23°C 

PRODUCT CHARACTERISTICSAPPLICATIONS



BOSTIK TECHNICAL ASSISTANCE

Smart Help +XX XX XXX XXX

A2 approx :  400-450 g/m² 
B1 approx. : 500-750 g/m² 
B2 approx. : 1000-1200 g/m² 

Up to 24 months in dry condiitons. 

CLEANING PREPARATION

In accordance with the requirements of DIN 18365
or DIN 18356, the substrate must be particularly
level, permanently dry, clean, free from cracks, and
resistant to tension and compression. The substrate
must be sealed against rising damp and pressing
water in accordance with DIN regulations. Clean and
dry bonding surfaces are a prerequisite, also when
bonding other materials. Metals must be derusted
or degreased. Pre-treat absorbent substrates such
as concrete, cement screed with HYTEC E730
XTREM or HYTEC P510 RENORAPID (both must be
sanded).

METHOD OF USE

Resin and hardener components are matched to
each other in the original compounds in the correct
mixing ratio.

Add the B-component (lid unit, pierce it several
times with a pointed object) completely to the A-
component (bucket) and mix thoroughly - with a
suitable stirrer - until a uniform colour is obtained.
Then, within the pot life, apply the adhesive to the
substrate with a toothed spatula and lay the floor
covering in the adhesive bed and rub it in
thoroughly. Adhesive should be removed from the
joints immediately, preferably with floor wax,
remove.

For other bondings, fix materials next.
Please also observe the instructions of the flooring
manufacturer.

Code UC PCB GENCOD

30616197 8 kg 1 4008373130658

SAFETY

For more details, consult the safety data sheet on 
https://bostiksds.thewercs.com/default.aspx 

The information given and recommendations made herein are based on
Bostik’s research only and are not guaranteed to be accurate. The
performance of the product, its shelf life, and application characteristics
will depend on many variables, including the kind of materials to which the
product will be applied, the environment in which the product is stored or
applied, and the equipment used for application. Any change in any of these
variables can affect the product’s performance. It is the buyer’s obligation,
prior to using the product, to test the suitability of the product for an
intended use under the conditions that will exist at the time of the
intended use. Bostik does not warrant the product’s suitability for any
particular application. The product is sold pursuant to Bostik’s Terms and
Conditions of Sale that accompanies the product at the time of sale.
Nothing contained herein shall be construed to imply the nonexistence of
any relevant patents or to constitute permission, inducement, or
recommendation to practice any invention covered by any patent, without
authority from the owner of the pat

SUBFLOOR PREPARATION COVERAGE

STORAGE STABILITY 

https://bostiksds.thewercs.com/default.aspx
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