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BOSTIK PRIMERS

BPIR DECLARATION
Version 1.0  September 2024

DESIGNATED BUILDING PRODUCT:	  Class 1

DECLARATION
Bostik New Zealand Ltd (Bostik) has provided this declaration to satisfy the provisions of the Building 
(Building Product Information Requirements) Regulations 2022. 

COMPANY DETAILS
Name Bostik New Zealand Ltd

Role Manufacturer

NZBN 9429039292674

Address 19 Eastern Hutt Rd, Wingate, Lower Hutt

Website www.bostik.com/newzealand/en_NZ/

Email nzsales@bostik.com

Phone 0508 222 777

DESCRIPTION OF BUILDING PRODUCT
Primers act as a bonding agent, used when preparing a substrate for tiling or other surface finish.  
A primer will reduce the risk of adhesive failure caused by porous or dusty substrates.

Primers are low viscosity materials that assists adhesion either by partially penetrating the pores of 
a porous substrate or by forming a chemical link between the surface and a relatively high viscosity 
adhesive.  They may also bind and reinforce weak surface layers of some substrates such as concrete 
or stone.

Bostik supplies a range of primers for use in interior and exterior applications as well as in dry and wet 
areas across multiple substrates.

For a complete list of Bostik’s primers and their use refer to Appendix 1.

Bostik has a lengthy history in speciality adhesives and associated products.  It originated in 
Massachusetts, America in 1889 and was known as the Boston Blacking Company.  The name Bostik 
was adopted in 1960.  In 2015 it became part of the Arkema group.  Bostik has a strong focus on 
sustainability; products and how they operated the business. . 
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CONTRIBUTION TO BUILDING WORK CODE OBLIGATIONS 
Bostik primers do not have building code obligations.  Building code obligations arise when used 
in building work.  Bostik relies on their in-house testing, third-party testing, and compliance with 
standards, as applicable, to make the following claims.

When used in building work, Bostik primers may contribute to compliance with the applicable 
performance criteria in respect of: 
•	 B2 (durability) 
•	 E2 (external moisture)
•	 E3 (internal moisture)
•	 F2 (hazardous building materials) F2.3.1.

FOR FURTHER INFORMATION
Bostik primers must be used and stored in accordance with all information supplied by Bostik.

For supporting information, refer to Bostik. 

RESPONSIBLE PERSON
In accordance with Regulation 8, as the responsible person I confirm that the information supplied 
in this declaration is based on information supplied to the company as well as the company’s own 
processes and is therefore to the best of my knowledge, correct.

I can also confirm Bostik primers, as referred to in this statement, are not subject to a warning or ban 
under s26 of the Building Act.

Signed for and on behalf of Bostik New Zealand Ltd:

Tim Lewis
Tim Lewis
MANAGING DIRECTOR

September 2024
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BOSTIK PRIMERS 

APPENDIX 1 

Version 1.0 September 2024 

 

Bostik supplies primers for use with adhesives and sealants on porous substrates.  

PVC Primer 

Bostik’s PVC primer is for use before the 

application of Bostik PVC pipe cement.  It is red 

in colour and should be applied within the 

temperature range of 5 - 30C. 

The use of Bostik PVC primer with Bostik PVC 

pipe cement conforms with AS/NZS 3879:2011.  

This system may also be used in potable water 

systems. 

The primer is highly flammable and must be 

kept away from heat, sparks and open flames. 

Click here for more information.  

N40 Primer 

N40 Primer is a clear, one-part, non-staining 

solvent-based primer which improves the 

adhesion of polyurethane and acrylic 

sealants, and waterproof membrane systems 

to non-porous substrates including, 

• rigid plastics, 

• most metals. 

It is suitable for interior and exterior 

applications. It cleans and primes the 

substrate simultaneously.  The primer 

requires a minimum drying time of 5 minutes 

and application of adhesive should be within 

4 hours after applying N40 Primer. 

Click here for more information. 

N49 Primer 

N49 Primer is a clear, one-part, non-staining 

solvent-based primer which improves the 

adhesion of polyurethane systems to porous 

substrates including, 

• concrete and masonry, 

• unglazed ceramic tiles 

It is not suitable for substrates including 

limestone, marble or granite unless approved 

by Bostik for a specific project. 

The primer requires a minimum drying time of 

15 minutes and application of adhesive should 

be within 4 hours after applying N40 Primer. 

Click here for more information. 

Simson Prep M 

Simson Prep M primer is a one-coat 

pretreatment that improves the ability of silyl 

modified polymers to adhere to substrates 

including, 

• aluminium, steel, copper & brass, 

• powder-coated & lacquered metals, 

• polyester, 

• PVC. 

It dries within 5 minutes and for best 

adhesion application of adhesive should be 

within 6 hours after applying Simson Prep M. 

Click here for more information. 

http://www.bostik.com/newzealand/en_nz/
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Simson Prep P 

Simson Prep M primer is a one-coat, liquid 

pretreatment for improving adhesion to porous 

substrates including, 

• brick, concrete, AAC, 

• wooden substrates. 

It requires a minimum of 60 minutes drying 

time, and, for best adhesion, application of 

adhesive should be within 6 hours after 

applying Simson Prep P. 

Click here for more information. 

Simson Primer MSP 

Simson Prep MSP is a one-coat, liquid 

primer for improving adhesion to mineral 

substrates such as brick, concrete, AAC. 

On very porous substrates two coats may be 

required. 

It requires a minimum of 60 minutes drying 

time, and, for best adhesion, application of 

adhesive should be within 6 hours after 

applying Simson Prep MSP. 

Click here for more information. 

Ultra NP 

Ultra NP is a two-component synthetic-based 

resin epoxy primer, for use with non-porous 

(including smooth) substrates and in 

conjunction with Bostik’s range of tile 

adhesives, screeds, floor levelling products and 

mortars.  Where a substrate has been 

previously treated or coated with a curing 

compound, the substrate must be mechanically 

cleaned. 

At relative humidities less than 85% and 

temperatures above 10C it will dry to tackiness 

within 2 – 3 hours.  

Click here for more information. 

Ultra Prime A510 

Ultra Prime A510 is a one-component primer 

for use on porous substrates with Bostik’s 

floor levelling range. 

It is non-flammable and dries to tackiness 

within 40 – 60 mins at which time floor 

levelling compounds may be applied. 

Click here for more information. 

1000 Primer 

1000 Primer is a neoprene, solvent based liquid 

primer for use with Bostik Neoprene contact 

adhesives.  It is intended for priming porous 

substrates such as  

• concrete,  

• wood 

• cement board. 

It requires a minimum of 30 minutes drying 

time, and, for best adhesion, application of 

adhesive should be within 24 hours after 

Multiprime 

Multiprime is a general primer for use on 

porous substrates including, 

• concrete render,  

• plasterboard 

• fibre cement board, 

• timber.  

It is suitable for use with Bostik tile adhesives 

and most Bostik membranes and may be 

used for interior and exterior applications. 

Application of adhesive or membrane can 

http://www.bostik.com/newzealand/en_nz/
https://www.bostik.com/newzealand/en_NZ/catalog/product/construction/apac/new-zealand/product-bostik-simson-prep-p/
https://www.bostik.com/newzealand/en_NZ/catalog/product/construction/apac/new-zealand/product-bostik-simson-primer-msp/
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https://www.bostik.com/australia/en_AU/catalog/product/construction/apac/australia/product-ul-primer/
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applying 1000 Primer. 

Click here for more information. 

occur once the surface is touch dry, normally 

after 30 minutes. 

Click here for more information 

Boscosol S Primer 

Boscosol S Primer is a 2-part, halogenation 

primer for use with vulcanised and 

thermoplastic rubber substrates when used 

Bostik polyurethane contact adhesives.   

All equipment must be kept dry.  Even small 
traces of water on the mixing vessel with make 
the primer ineffective. 

Application of the contact adhesive can occur 
after 5 minutes up to a maximum of 1 hour.  

Click here for more information. 

EVA/6 Primer 

EVA/6 Primer is a natural coloured, 

brushable primer which enhances adhesion 

for Bostik urethane adhesives to EVA 

surfaces Neoprene contact adhesives. 

Application of the contact adhesive can occur 

after 5 minutes up to a maximum of 1 month. 

Click here for more information. 
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