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BOSTIK SURFACE PREPARATION PRODUCTS

BPIR DECLARATION
Version 1.0  August 2024

DESIGNATED BUILDING PRODUCT:	  Class 1

DECLARATION
Bostik New Zealand Ltd (Bostik) has provided this declaration to satisfy the provisions of the Building 
(Building Product Information Requirements) Regulations 2022. 

COMPANY DETAILS
Name Bostik New Zealand Ltd

Role Manufacturer

NZBN 9429039292674

Address 19 Eastern Hutt Rd, Wingate, Lower Hutt

Website www.bostik.com/newzealand/en_NZ/

Email nzsales@bostik.com

Phone 0508 222 777

DESCRIPTION OF BUILDING PRODUCT
Bostik manufactures and supplies a range of screed and levelling products.

Bostik surface preparation products may be used to remove substrate unevenness, re-profile 
substrates, repair substrate damage, and create a smooth slope.

The range includes products that are suitable for use above and below ground, in interior and exterior 
applications, and on vertical, horizontal and overhead substrates.

For a complete list of Bostik surface preparation products, refer to Appendix 1.

Bostik has a lengthy history in speciality adhesives. It originated in Massachusetts, America in 1889 and 
was known as the Boston Blacking Company. The name Bostik was adopted in 1960. In 2015 it became 
part of the Arkema group. Bostik has a strong focus on sustainability; products and how they operated 
the business. 

http://www.bostik.com/newzealand/en_nz/
https://www.bostik.com/newzealand/en_NZ/
https://www.legislation.govt.nz/regulation/public/2022/0170/latest/LMS697806.html%23LMS697842%20
https://www.legislation.govt.nz/regulation/public/2022/0170/latest/LMS697806.html%23LMS697842%20
https://www.bostik.com/newzealand/en_NZ/
mailto:nzsales%40bostik.com?subject=
https://www.bostik.com/newzealand/en_NZ/
https://www.bostik.com/global/en/about-bostik/sustainability/
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CONTRIBUTION TO BUILDING WORK CODE OBLIGATIONS 
Bostik relies on their in-house testing, third-party testing, and compliance with standards, as 
applicable, to make the following claims.

Surface preparation products do not have building code obligations. Code contribution arises when 
used according to Bostik requirements. Code obligations may include contribution of compliance to 
the applicable performance criteria of, 

•	 B1 (Structure).
•	 B2 (Durability).
•	 E1 (Surface Water).
•	 E2 (External Moisture). 
•	 E3 (Internal Moisture). 
•	 F2 (Hazardous Building Materials): F2.3.1. 
•	 G12 (Water Supplies).
•	 G13 (Foul Water).
•	 G14 (Industrial Liquid Waste).
•	 G15 (Solid Waste).

FOR FURTHER INFORMATION
Bostik surface preparation products must be used and stored in accordance with all information 
supplied by Bostik.

For supporting information refer to Bostik. 

RESPONSIBLE PERSON
In accordance with Regulation 8, as the responsible person I confirm that the information supplied 
in this declaration is based on information supplied to the company as well as the company’s own 
processes and is therefore to the best of my knowledge, correct.

I can also confirm the Bostik surface preparation products, as referred to in this statement, are not 
subject to a warning or ban under s26 of the Building Act.

Signed for and on behalf of Bostik New Zealand Ltd:

Tim Lewis
Tim Lewis
MANAGING DIRECTOR

August 2024

http://www.bostik.com/newzealand/en_nz/
https://www.bostik.com/newzealand/en_NZ/
https://www.bostik.com/newzealand/en_NZ/bostik-academy/resource-and-support/tools-and-training/
https://www.legislation.govt.nz/act/public/2004/0072/latest/DLM306354.html
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BOSTIK SURFACE PREPARATION PRODUCTS 

APPENDIX 1 

Version 1.0 August 2024 

Bostik supplies range of screeds and levelling products 

UL Screed 310  

Ultra level (UL) screed 310 is a modified 

cementitious levelling screed. It is intended for 

use with concrete and fibre cement sheet 

substrates and in interior and exterior 

applications and in interior and exterior 

applications. 

The screed may be used for achieving falls in 

wet areas and in balconies and ramp 

applications. In wet areas it is intended to be 

used as system with Bostik wet area internal 

waterproofing membranes. 

UL Screed C310 is pre-mixed and only requires 

the addition of water. It is fast setting (it can be 

walked on after 1 hour) and does not shrink or 

crack.   

Click here for more information. 

UL Screed C500 

UL Screed C500 is s a two-part cementitious 

screed that can be trowelled to achieve a 

feather edge. It is for interior applications 

only and should not be left exposed. 

It may be used over substrates including, 

• concrete, 

• tiles 

• asphalt, 

• rigid metal. 

It is protein free and has low odour, making it 

suitable for use in biologically sensitive areas 

and occupied buildings. 

It may be used with warm water underfloor 

heating (temperature <27C), and in areas of 

high solar gain.  Click here for more 

information. 

Patchfix Fine Render 

Patchfix Fine render is a polymer modified 

fairing mortar.  A fairing mortar is a fine texture 

fast setting mortar for use where only a thin 

layer of mortar is required to repair substrate 

damage or imperfections.  Applying a thin layer 

is also referred to as fine feathering mortar. 

Bostik’s Patchfix Fine render maybe used in 

vertical, horizontal and overheard applications.  

It is not suitable for trafficable-wearing surfaces. 

It is premixed and only requires the addition of 

water.  Setting is typically complete within 60 

minutes. But best results require following 

Bostik advice 

Click here for more information. 

Patchfix Structural HB 

Patchfix Structural HB is a structural repair 

mortar that is suitable for above and below 

ground, interior and exterior uses, and 

vertical, horizontal and overhead 

applications.  It must be used in conjunction 

with Bostik Multiprime or Bostik NP Primer. 

It is a polymer-modified mortar that is 

shrinkage compensated, when cured has a 

high ultimate compressive strength and 

abrasion resistance.  It is referred to as high 

build which means that it may be used for 

repairs 10 mm – 80 mm on vertical 

substrates. 

Uses include: 

http://www.bostik.com/newzealand/en_nz/
https://www.bostik.com/newzealand/en_NZ/catalog/product/construction/apac/new-zealand/product-bostik-ul-screed/
https://www.bostikprofessional.ie/bostik-product/sl-c500-ultimate/
https://www.bostik.com/australia/en_AU/catalog/product/construction/apac/australia/product-patchfix-fine-render/
https://www.bostik.com/newzealand/en_NZ/
https://www.bostik.com/newzealand/en_NZ/
https://www.bostik.com/newzealand/en_NZ/
https://www.bostik.com/newzealand/en_NZ/
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• patching & repairing concrete, 

• re-profiling worn areas, 

• repairing concrete tunnels, dams, 

bridges, 

• repairing spalled concrete. 

Time taken to cure and for full strength 

development is temperature dependent. 

Click here for more information. 

 

http://www.bostik.com/newzealand/en_nz/
https://www.bostik.com/australia/en_AU/catalog/product/construction/apac/australia/product-patchfix-structural-hb/
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