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ASA BOND BREAKER TAPE 

SPECIALIST TILING BOND ISOLATION TAPE 

YOUR SMART ADVANTAGES 

 

− Premium product 

− Heavy duty 

− Hand tearable 

− High holding strength 

− Bonds to most surfaces including rough and irregular 

substrates* 

 

USES 

− Isolation tape between sealant and covering systems 

− Special 12mm non-adhesive center strip is applied 

over sealed movement joints and allows  the sealant 

to cure  

 

PRODUCT CHARACTERISTICS 

Colour Dark Beige 

Composition Polyethylene laminated 

cloth upper. Rubber 

adhesive with 12mm PE 

strip. 

Application temperature 15 to 25°C 

Product codes 

45 meter roll 

 

TBA 

TYPICAL PERFORMANCE DATA (APPROX) 

Peel strength to steel 4.7N/cm 

Holding power at 40°C – 

minimum fall time 

5 minutes 

Tensile strength 78 N/cm 

Service temperature* -10 to +70°C 

 

DIRECTIONS FOR USE 

SURFACE PREPARATION 

Ensure all surfaces are clean, dry and free from grease 

and dust. 

APPLICATION 

Bond Isolation Tape is a pressure sensitive adhesive .  

Immediately after applying smooth down and apply as 

much pressure as possible to achieve a good bond. 

 

 

LIMITATIONS 

Surface testing is always recommended to assess the 

tape/surface application suitability. 

CLEANING 

Bostik No. 3 Solvent or Mineral Turpentine 

Use Bostik Handy Wipe towels to remove adhesive from 

skin. 

STORAGE  

Store in cool, dry conditions out of direct sunlight .Best 

stored between 12 and 25°C.  

 

This datasheet is for the general help of users. It is provided in good faith. 

The data is current and accurate to the best of our knowledge. Differing 

materials, substrates, environments, site conditions, and product storage, 

handling and application may affect results. Users should carry out tests to 

decide the product’s suitability for purpose. This data sheet and the 

properties of the product may change without notice. Users, suppliers and 

retailers should check that the data sheets they have are the latest. To the 

maximum extent permitted by law, Bostik disclaims all warranties in 

relation to manufacture and use of the product. Bostik is not liable for 

representations made by users, suppliers or retailers about the product. 

Bostik is not liable for any loss or damage resulting from incorrect, 

careless, or negligent use or storage of the product, including use of out of 

date product. Any liability arising from use of the product is limited to the 

replacement or purchase price of the product. Bostik does not exclude 

rights and remedies that be excluded by legislation, for example under the 

Consumer Guarantees Act 1993. Sale of the product by Bostik is subject to 

the Bostik New Zealand Limited Conditions and Terms of Sale. For more 

information on Bostik, products, and conditions of use and sale visit 

www.bostik.co.nz. 

 

Technical Advice  Tel: 0508 222 777   nzsales@bostik.com 

 

 

 

Smart help  0508 222 777  

BOSTIK HOTLINE  


