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This datasheet is for the general help of users. It is provided in good faith. The data is 
current and accurate to the best of our knowledge. Differing materials, substrates, 
environments, site conditions, and product storage, handling and application may affect 
results. Users should carry out tests to decide the product’s suitability for purpose. This 
data sheet and the properties of the product may change without notice. Users, 
suppliers and retailers should check that the data sheets they have are the latest. To 
the maximum extent permitted by law, Bostik disclaims all warranties in relation to 
manufacture and use of the product. Bostik is not liable for representations made by 
users, suppliers or retailers about the product. Bostik is not liable for any loss or 
damage resulting from incorrect, careless, or negligent use or storage of the product, 
including use of out of date product. Any liability arising from use of the product is 
limited to the replacement or purchase price of the product. Bostik does not exclude 
rights and remedies that be excluded by legislation, for example under the Consumer 
Guarantees Act 1993. Sale of the product by Bostik is subject to the Bostik New Zealand 
Limited Conditions and Terms of Sale. For more information on Bostik, products, and 
conditions of use and sale visit www.bostik.co.nz. 

 

TECHNICAL DATA SHEET
 

 

PRODUCT DESCRIPTION 

 Bostik DAMPFIX PS PEEL N STICK FOIL FLOOR COLLAR is a floor collar made from polyurethane-foil, coated with butyl rubber 
adhesive.  

 Refer to the Dampfix PS Peel N Stick Sheet Membrane TDS for installation instructions.  

TECHNICAL DATA  

Properties DIN Value 

Colour  Grey coating 

Resistance to temperature  Min: - 50C 
Max: + 600C 

Total thickness  Internal 1.3 mm (without release liner) 

Total size Internal 370 x 370 mm (without additional butyl) 

Peel test on neutral PVC carrier  Internal > 10 N / 20 mm 

Code  30623640 

 

LIMITATIONS   

 Not to be used as an individual component  

 Only to be used with the Dampfix PS Peel N Stick Sealing system.   

 Only for application with low water pressure. 
 

SHELF LIFE 

Shelf life is up to 12 months from production date, stored in a dry place away from sunlight. 

 

HEALTH & SAFETY 

Product Safety Data Sheet must be read and understood before use. These are available on request and via the websites. 

 

For emergency information contact the National Poisons Information Centre, phone 0800 764 766 (0800 POISON) or CHEMCALL, phone 
0800 243 622.
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