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PROseal 2K 

TECHNICAL DATA

Working temperature  +10°C to +25°C

Mixing ratio 1 Part A : 1 Part B

Density Dispersion 1.03 kg/L

Material type Part A: Cement White

Part B: Acrylic dispersion

Consumption Mixed product: 0.75 kg/m²

Application thickness
Foil glue: 0.75 kg/m²
Diffusion open: 1,8 kg/m²

Application time Approx. 2 hours at 20°C

Curing time 8 hours at 20°C

Tilling After approx. 12 hours at 20°C

Fully loadable 7 days at 20°C

Approvals ETA, EC1 Plus

Packaging 5 kg + 5 kg /2 kg + 2 kg

Shelf Life/Storage 24 months at 20°C in unopened 
packaging.
Store in a dry and cool place.

BENEFITS

• Cement-based foil adhesive

• For joints, seals and accessories used with the foil
• Can be used both indoors and outdoors
• EC1 Plus approved

• System approved per EAD 030436-00-0503
• Approved in Waterproofing System PRO LX
• Tested down to -20°C
• Elastic

PRODUCT DESCRIPTION

PROseal 2K part A+B is a 2-component foil and joint sealing 

adhesive for bonding overlap (joints), pipe collars, waterproofing 
strips and inside and outside corners. Can be used to glue the 
waterproofing foil on many different surfaces. Bostik PROseal 2K 

consists of a powder component (part A) containing cement and a 
liquid component (part B) containing dispersion. The mixed 
product has a smooth texture that is easy to apply with a paint 
roller, fine-toothed trowel or brush.

Product No. Colour Contents Quantity per

Pallet

EAN

30627920 White, A 5 kg 224 7311020083137

30627727 White, B 5 kg 44 7311020083120

30630607 White, A 2 kg 72 7311020083328

30627728 White, B 2 kg 72 7311020083113

Bostik PROseal 2K is a curing (chemically drying) foil and joint 
adhesive used in Bostik Wet Room Constructions VTF-X, 
‘Floor and Wall’
(see installation instructions for this system).

AREA OF APPLICATION



BOSTIK SERVICE

The product contains cement and is an irritant to skin. All 
users must understand and use the safety data sheet before 
using the product. The safety data sheet can be obtained on 
request and is available on the manufacturer’s website See 
also www.bostik.se

Waste generation should be avoided or minimised whenever 
possible. Empty containers may retain some product residue. 
Product and packaging must be disposed of safely. Hire an 
authorised waste management company to dispose of surplus 

products and non-recyclable products. Always dispose of this 
product in accordance with environmental protection 
requirements and waste management legislation. Avoid 
spreading spilled material, runoff, contact with soil, waterways 
and drains.

Concrete slabs on the ground and in basements should be 
checked and in consultation with Bostik for penetrating 
moisture. In case of penetrating moisture, it is recommended 
that only shower areas be used, surfaces that are not regularly 
sprayed with water must be sealed in consultation with the 
builder/architect. 

Diffusion-open waterproofing layer: The substrate is primed 
with Bostik Primer GRIP A920 Premium. Mix PROseal 2K and 
apply the mixture with a roller in corners and edges. Install strips 
and corners in the wet adhesive and rub gently. Apply an 
additional layer of PROseal 2K to seal strips and corners.
On walls and floors, apply PROseal 2K with a roller or a 6 mm 
notched trowel. Total consumption is 1.8 kg/m². Smooth the 
entire surface with a flat trowel to remove ridges and achieve a 
smooth surface. The thickness should be at least 1 mm and at 
most 2 mm

Rules concerning water and sewage installations are not included 
in BBV (Trade Rules of the Swedish Ceramic Tile Council for Wet 
Rooms). For these, please refer to the Säker Vatteninstallation 
(Safe Water Installation) Trade Rules. See www.sakervatten.se. 
Rules for electrical installations are not included in BBV. For 
these, please refer to applicable Swedish standards. See 
www.elsakerhetsverket.se. Rules for paint work are not included 
in BBV. For these, please refer to Måleribranschens 
Våtrumskontroll (MVK) trade rules for wet rooms.

PREPARING THE SURFACE

Before work begins, the base must be checked to ensure that it 
is able to sustain weight and that it is clean and dry. Existing, 
weak surface materials must be removed, such as wet room 
mats, sand-spackled and painted surfaces. Any deviations in 
substrate and application on existing substrates must be 
recorded in the quality document.
The relative humidity (RH) of the substrate should not exceed 
85-90%. The structure and wooden plates must be well dried 
before the waterproofing membrane is applied, 8-12% moisture.
Material and substrate should have a temperature of at least 
+10°C before starting installation/ application.  The temperature 
in the room must be at least +10ºC and max 25°C.
Gaps, larger than 2 mm, such as between pipes and walls and 
gaps in wall and floor angles are filled in or grouted with Bostik 
Acrylic Sealant or grout before applying the waterproofing 
etc. See also installation instructions for PRO Foil Waterproofing.
Pipe penetrations must be installed according to the instructions 
of Bostik Waterproofing brochure.

The substrate should normally always be pre-treated with GRIP 
A560 Classic, diluted 1:3 (primer: water) and applied to normally 
absorbent substrates in a single coat. Two applications are 
recommended on highly absorbent surfaces. On floor gypsum 
boards and chip board sheets, apply the primer diluted with 
water 5:1 (primer:water). Always start by measuring the water 
to get the right mixing ratio. Add water +5 to +20ºC.  Apply and 
dry up till but no more than 24 hours.
When using ceramic materials in wet rooms, the surface should 
always be treated with a Bostik Waterproofing System.

SAFETY

For more information, see the safety data sheet at:

www.bostik.com

INSTRUCTIONS FOR USE

NOTE

ENVIRONMENT AND HEALTH

RECYCLING

The information and recommendations provided in this document are based solely on Bostik’s research and are not 
guaranteed to be exact. The performance of the product, its durability and its usage characteristics depend on many 
variables, including the type of material on which the product is to be applied, the environment in which the product 
is stored or applied and the equipment used for application. Changes to any of these variables may affect the 
performance of the product. Before using the product, the buyer must test the suitability of the product for the 
intended use under the conditions that will exist at the time of the intended use. Bostik does not guarantee the 
suitability of the product for a particular use. The product is sold in accordance with Bostik’s terms and conditions of 
sale, which are included with the product at the time of sale. Nothing herein shall be construed to mean that there 
are no relevant patents or to const itute an authorisation, encouragement or recommendation to use any of the 
inventions covered by a patent without the permission of the owner of the patent.

PRE-TREATMENT

MIXING AND APPLICATION

Mix equal parts Bostik PROseal 2K part A (powder) with Bostik 
PROseal 2K part B (dispersion) using a low-speed paddle/mixer. 
Mix for a couple of minutes until you get a smooth and lump-
free consistency. The products (5 kg + 5 kg) should not be split to 
avoid mixing errors. The mixed batch must be used within 
approx. 2 hours. Use paint rollers, fine-toothed trowel or a brush 

when applying. Apply liberally, mount the Foil, Waterproofing 
Strips and accessories in the fresh PROseal 2K mass. Rub gently 
and ensure full contact during installation. Seal all joints with 
Bostik PROseal 2K, 50 mm on both side of the joint.
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