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SMART ADVANTAGES 

- Advanced polymer technology - bubble free curing

- Excellent extrudability and toolability

- Fast curing

- Low VOC 

- Permanently elastic: cures to a tough and durable rubber seal 

- Paintable

- Adheres perfectly without primer

- Excellent resistances to moisture, UV and weather influences

- Trafficable sealant 

BOSTIK SEAL’N’FLEX PRECAST 360 is a professional quality sealant based on 
advanced polyurethane formula, designed for construction and expansion 
joints. BOSTIK SEAL’N’FLEX PRECAST 360 is a fast-curing, gun-grade, non- sag, 
product which cures by moisture to a tough and resilient rubber seal with 
outstanding UV- and weather-resistances. 

BOSTIK SEAL’N’FLEX PRECAST 360 is specifically developed as a universal 
sealant for sealing construction and expansion joints and joints in facade 
elements and pedestrian walkways; with excellent adhesion on most 
common building materials such as concrete, brickwork, painted wood, 
enamel, aluminum, stainless steel and a variety of plastics. 

BOSTIK SEAL’N’FLEX PRECAST 360 complies with the following: 
- ASTM C920 (TYPE S, GRADE NS, CLASS 50, USE T1 and NT, USE A,M,O) 
- SCAQMD RULE 1168: VOC content <25 g/l (US EPA Method 24) 
- EN 15651-1: F-EXT-INT-CC 25LM (for facade joints) 
- EN 15651-4: PW-EXT-INT-CC 25LM (for pedestrian walkway joints) 

TECHNICAL CHARACTERISTICS 

Base Internal Method Advanced Polyurethane 

Specific Gravity @ 25°C, g/ml ASTM D1475 1.42 

Rheological (Flow) Properties @ 25°C ASTM C639 Thixotropic (Non-sag) 

Skin-over Time @ 25°C, minutes Internal Method 20 - 25 

Tack-Free Time @ 25°C, minutes ASTM C679 30 - 50 

Curing rate, mm/day Internal Method 2 - 3 

Shrinkage, % Internal Method <5 

Hardness, Shore A ASTM C661 30 ± 3 

Ultimate Elongation, % ASTM D412 700 

Joint Movement, % ASTM C719 ±50 (ASTM C920 Class 50) 

Effects of Heat Ageing on Weight Loss, Cracking and Chalking ASTM C1246 No deterioration 

Staining and Colour Change ASTM C510 No staining / No color change 

Effects of Accelerated Weathering @ 300 hrs. UV exposure ASTM C793 No deterioration 

Adhesion-In-Peel (mortar), N ASTM C794 >30 

Tensile Strength, N/mm2 ASTM D412 1.25 

VOC, g/L US EPA Method 24 <25 

Application Temperature (°C) Internal Method +5 to +40 

Service Temperature, (°C) Internal Method -20 to +80 

Shelf Life, months Internal Method 12 

*Typical Values at 25°C / 50% RH 

BOSTIK SEAL'N'FLEX PRECAST 360 
HIGH PERFORMANCE ELASTOMERIC JOINT SEALANT 

DESCRIPTION 

APPLICATION 

CERTIFICATIONS 



- Concrete expansion joint (floor and wall joints) 

- Façade joints

- Floor traffic joints (walkways, pavements, car parks, warehouses)

- Sealing of waterproof rivet and termination seams and roof rails 

- Sealing perimeter joints around windows and doors 

- Roofing joints (seams and gutters) 

- Sealing door hinges and skylights

- Sealing air conditioning equipment 

BOSTIK SEAL’N’FLEX PRECAST 360 may be used in any joint designed in 
accordance with accepted architectural/engineering practices. Joint 
width should be at least 4 times the anticipated movement, with 
minimum joint width at 5mm. 

While applied on an expansion joint the depth (D) of the sealant should 
be equal to the width (W) of the joints that are less than 10mm wide. For 
wider joints, width to depth ratio should be 2:1. 

Typically, the maximum joint width this sealant can be applied is 25mm; if 
joint width is >25mm, please consult BOSTIK Technical Department. 

Closed cell polyethylene backer rod is recommended as joint backing to 
control sealant depth and to avoid “three-way adhesion”. Where depth of 
joint is insufficient for the use of backer rod, an adhesive backed 
polyethylene tape (bond breaker tape) should be used. All backing should 
be dry at the time of sealant application. Avoid using sharp tools as these 
may puncture the skin of the backing material. 

Application temperature: +5°C to +40°C (environment and substrate). 
surfaces must be dry, clean and solid. Clean surfaces with Cleaner. BOSTIK 
SEAL’N’FLEX PRECAST 360 adheres perfectly without the use of a primer 
to most non-porous substrates. Very porous surfaces to be pre- treated 
with BOSTIK T300 UNIVERSAL PRIMER. Always test adhesion prior to 
application. 

Cut the tip of the cartridge above the thread, cut the nozzle at angle of 35° 
/ 45° to the width of the joint. Screw the nozzle to the tip of the cartridge. 
For easy and clean application, protect the joint on the sides with a 
masking tape. Remove the tape immediately after application of sealant. 
Dry tooling is always preferred, although BOSTIK FINISHER SPRAY can aid 
with finishing on the fresh sealant. Tool the joint with a spatula. Ensure 
the sealant is tooled within the skin-over time. 

Manual caulking gun, pneumatic gun or electric gun. 

Uncured material can be removed with xylene or mineral spirits. Wash 
hands thoroughly with soap and water. Cured material can be only 
mechanically removed. 

- Do not apply over damp or contaminated surfaces.

- Not suitable for PE, PP, PMMA, PTFE, soft plastics, neoprene
and bitumnious substrates 

- Not suitable for continuously immersed applications. 

 

In unopened original packaging between +5°C and +25°C, shelf life 
up to 12 months from production date, stored in a dry place. 

Product Safety Data Sheet must be read and understood before use. 
These are available on request and via the BOSTIK websites. 
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All advice, recommendations, figures and safety regulations provided are based on careful investigations, as well as the current state of our experience and are without obligation. Although the documentation has been compiled 

with the greatest care, we do not accept any liability for inaccuracies, mistakes, typesetting or printing errors. We reserve the right to modify the respective product if we deem it necessary. Since the design, the quality of the substrate 

and the processing conditions are beyond our assessment, no liability can be accepted for work performed on the basis of this documentation. We therefore advise you to carry out practical tests on site yourself. Our general Terms 

and Conditions of Sale and Delivery apply to all our sales and deliveries.  

TYPICAL USES 

SURFACE (SUBSTRATE) PREPARATION LIMITATIONS 

COLORS 

White Beige (RAL 1015) 

Grey Off white 

Black Dark grey 

For other colors, please contact BOSTIK representative. 

COVERAGE 

JOINT WIDTH (mm) JOINT DEPTH (mm) LINEAR METERS PER 600-ML FOIL 

5 5 24 

10 10 6 

12 10 5 

15 10 4 

20 10 3 

20 15 2 

25 12.5 1.9 

25 15 1.6 

30 15 1.3 

30 20 1.0 

JOINT DESIGN AND BACKING 

DIRECTIONS OF USE 

APPLICATION EQUIPMENT 

CLEANING 

SHELF LIFE 

HEALTH AND SAFETY 

http://www.bostik.com/



