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Before use refer to current Technical Data Sheet and Safety Data SheetBefore use refer to current Technical Data Sheet and Safety Data Sheet

ONE OF NEW ZEALAND’S PREMIUM ADHESIVE RANGESONE OF NEW ZEALAND’S PREMIUM ADHESIVE RANGES
Bostik’s range of non-slump elastomeric Wallboard and Construction adhesives include Bostik’s range of non-slump elastomeric Wallboard and Construction adhesives include 
solvent-based, water-based and MS-based technologies. The range includes the original, iconic, solvent-based, water-based and MS-based technologies. The range includes the original, iconic, 
market-leading Wallboard Gold, made in NZ since 1959 and with a 40-year BRANZ durability opinion. market-leading Wallboard Gold, made in NZ since 1959 and with a 40-year BRANZ durability opinion. 
Not just for wallboards, these products can be used for a wide variety of construction projects.Not just for wallboards, these products can be used for a wide variety of construction projects.



WALLBOARD GOLD  The original high-strength stud and wallboard construction adhesive

BRANZ Appraised, solvent-based, flexible, high strength, easy to use gap filling adhesive. Designed for adhering to 
a wide variety of wallboards and panels, and for multiple fixing jobs both indoors and outdoors. Excellent weather 
resistance. Suitable for LOSP and CCA treated timbers. Made in NZ. Available in cartridge and sausage.

PRODUCT CODE COLOUR TYPE SIZE UNITS/CTN

30804108 Gold Cartridge 375 mL 20

30804334 Gold Cartridge (6 pack) 375 mL (x6) 6

30804346 Gold Sausage 600 mL 20

KEY FEATURES RECOMMENDED USES

• �The original – over 50 years tried and proven

• �Solvent-based

• �Non-slump, non-drip, with very good initial tack – 
ideal for ceiling applications

• �Guns quickly and easily

• �Excellent weather resistance and flexibility on ageing

• �Excellent stability in the presence of preservative 
chemicals in the timber

• �Meets or exceeds AS/NZS 2753

• �The only grab adhesive with a 40-year BRANZ opinion 
(Durability Opinion 96/22)

• �One component

• �For fixing wallboard and floor panels directly to joists, 
framing to joists, concrete, plaster, steel, aluminium etc. 
for interior and exterior applications

• �Adheres a wide variety of wallboards and panels, including 
plasterboards, plywood, acoustic tiles, architraves and 
mouldings

• �Suitable for LOSP and CCA timber

GOLD ULTRA  Water-based, general purpose construction adhesive

Premium water-based, high-bond strength construction adhesive. Very fast curing. Designed for fixing wall  
and floor panels, and bonding to a wide range of substrates including timber, metal, gypsum, masonry, ceramic, 
Formica, polystyrene, mirrors and most other construction material, as long as one substrate is porous. Available 
in cartridge and sausage.

PRODUCT CODE COLOUR TYPE SIZE UNITS/CTN

30804056 White Cartridge 375 mL 20

30804054 White Sausage 600 mL 20

KEY FEATURES RECOMMENDED USES

• �Ultra-low odour, ultra low VOC, non-toxic - Ideal for 
green builds

• Ultra strong bond, ultra-fast cure.

• Non-slump, non-drip – ideal for ceiling applications

• Guns quickly and easily, and remains flexible

• �Maximises adhesion on difficult surfaces such as treated 
or greasy timber (such as H2 LOSP treatments)

• �Safe for mirrors, polystyrene and other solvent-sensitive 
substrates

• Conforms to AS/NZS 2753-1985

• One component

• �Vertical, horizontal and overhead applications

• �Fixing plasterboard to steel or timber studs and frames  
(in conjunction with nails and screws)

• �Bonding timber floors to timber to eliminate squeaking

• �Bonding timber to concrete or metal or brickwork

• �Bonding chipboard, plywood, Hardie-Flex sheeting to joints 
or solid floors/ walls

• �Fixing ceramic tiles to wood or plywood

• �Fixing mirrors to timber 

• �Plastic foams (polystyrene or polyurethane)

Gold construction adhesive range

bostik.co.nz

Bostik Wallboard Gold OriginalBostik Wallboard Gold Original  
is proudly made in New Zealand, is proudly made in New Zealand, 
built to suit New Zealand conditions.built to suit New Zealand conditions.

Before use refer to current Technical Data Sheet and Safety Data SheetBefore use refer to current Technical Data Sheet and Safety Data Sheet

For further information or technical advice on our full range For further information or technical advice on our full range 
of adhesives, of adhesives, call call 0508 222 2720508 222 272  or email or email nzsales@bostik.comnzsales@bostik.com


