. Bostik

smart adhesives

DECLARATION OF PERFORMANCE

According to EU 30572011, Annex V
(Performans Beyani, EU 305/20717, Ek 5’e gore)

Product name / Urin ismi:

Meister MS
DoP-Nr. H8-0002

Product classification code / Urcin tipi kimlik kodu
Meister MS

Cement Based Plaster

Cimento Esasli Siva

Intended use or uses of the construction product, in accordance with the applicable
harmonized technical specification, as foreseen by the manufacturer / Yapr malzemesinin
ilgili uyumlastirilmis teknik sartnamesine gore imalatgi tarafindan ongdrdilen kullanim amaci
veya amaclari.

Meister MS Cement Based Plaster

Meister MS Cimento Esasli Siva

Name and address of the manufacturer / Uretici adi ve adresi

Bostik Kimya San. ve Tic.A.S.

Velimese OSB Mah. 103 Sokak No.6/1 59880 Ergene / Tekirdag - TURKIYE
Where applicable, name and contact address of the authorized representative / Yetkili Kisi
Adrve Adresi .

Not relevant / gerekli degil
System or systems of assessment and verification of constancy of performance of the
construction product as set out in Annex V / Yap: malzemesinin performansinin
degismezliginin degerlendirilmesi ve dogrulanmasi sistem veya sistemleri (Yonetmelik Ek V
de belirtilen).

System 4

Sistem 4

a) Harmonized standard / Uyumlastirilmis standart: EN 998-17



7.

Declared performance / Performans Beyani :

Essential characteristics
Temel Karakteristikler

Performance
Performans

Harmonized Technical
Specification
Uyumlastirilmis Teknik Sarthame

Adhesion / Bag Dayanimi

>0,08 N/mm?

(EN 1015-12) (FP:A)
Capillary water absorption /7 Kilcal Su Emme WO
(EN 1015-18)
Water vapour permeability coefficient / Su
Buhari Gegirgenligi Katsayisi i 15/35
(EN 1015-19"")
Thermal conductivity / Ortalama Isil
itetkenlik ( A10dry,mat) (P=%50%) 0,61 W/mK
(EN 1745)
Compressive strength (categories) / Basing
Dayanim Sinifi CS IV

(EN 1015-1T')

Dry bulk density /7 Kuru Yigin Yogunlugu

(EN 1015-10)

<1600 kg/m?

Reaction To Fire / Yangina Karsi Tepki
(EN 13507-17)

Sinif A1l

Dangerous Substances / 7ehlikeli Maddeler

SDS/GBF

EN 998-1:20M
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Appropriate Technical Document / Uygun Teknik Belge:

It has been declared in material performance group structure described above. The declaration
of performance which is prepared in accordance with Construction Materials Regulation
(305/2011/AB) just published under the responsibility of the manufacturer described above.

Yukarida tanimlanan yapr malzemesi beyan edilen performans grubuna sahiptir. Yapi Malzemeleri
Yonetmeligi(305/20717/AB) uyarinca hazirlanan bu performans beyani sadece yukarida tanimlanan
imalatcinin sorumlulugu altinda yayimlanir.

Signed for and on behalf of Bostik A.S. by Company Management
Sirket Yonetimi tarafindan Bostik A.S. adina imzalandi

Place and Date Of Issue - Diizenlenen Yer ve Tarih: 16.07.2018 Ergene / Tekirdag - TURKIYE

Name and Function - [sim ve Gorevi

Sibel Ozkirim Sariguil
Ar-Ge ve Kalite Kontrol Muduru
R&D - Quality Controller Manager

Signature - /mza

Bostik Kimya San. ve Tic. A.S.

Merkez: Mecidiyekdy Mah. Oguz Sok., RénesansBiz Plaza No:4 Zemin Kat, 34381 Sisli/istanbul
Fabrika: Velimese OSB. Mah.103.Sk. No:6/1 Ergene/Tekirdag

Tel: +90 212 942 98 00

Faks: +90 212 356 71 02

www.bostik.com.tr

E-mail: info@bostik.com.tr

an Arkema company


http://www.bostik.com.tr/

