
LADH1231
SOLVENT BASED ADHESIVE

VACUUM FORMING

PRESSURE BONDING

AUTOMOTIVE INTERIOR

TYPICAL PHYSICAL PROPERTIES
Description Results

Appearance Tan/Brown

Base Polymer Modified chloroprene

Solvent Hexane, Acetone,

Cyclohexane, Toluene,

Methanol

Flash Point

(Closed Cup)

-18°F

Density 6.66 lbs/gallon (0.80 g/cm³)

Non-Volatile Content 19%

Brookfield Viscosity

(RVT, #2/20)

200 cP @ 25°C

DRY FILM PROPERTIES
Property Description

Appearance Tan film with good tack

Water, Solvent & Heat

Resistance

Excellent

Activation Temperature Ambient at room

temperature

KEY FEATURES

- Excellent creep resistance

- Excellent high heat and humidity
resistance

- Excellent green strength

DESCRIPTION
Liquid adhesive 1231 is a solvent-based one-component

pressure-bonding adhesive designed for the assembly of

interior trim components of automobiles. It is a medium

viscosity tan liquid adhesive designed to be spray-applied

to a variety of substrates. It is suitable for contact or

pressure bonding of fabric, non-woven or PO foam to

fiberboard, ABS, unprimed PP or similar materials.

KEY BENEFITS

• Fast dry time and processing

• Excellent adhesion to low surface energy substrates

• Sprayable

PACKAGING
LADH1231 is available in 5 gallon pails and 54 gallon

drums.

SHELF LIFE
LADH1231 has a shelf life of 6 months when stored at

ambient conditions.

DIRECTIONS FOR USE
Mix well before using. Spray both sides (depending on

application) at the rate of approximately 150 g/m² wet.

Dry approximately 1 minute at 60°C. Press the substrates

together. Pressure should range between 1.0 – 1.5 kg/cm²

for at least 10 seconds. Maximum bond strength develops

with 72 hours.



DILUTION
If dilution is required for use in a unique manufacturing

process, Toluene is recommended as a diluent.

CLEANUP
Toluene or Acetone are recommended for cleanup of this

adhesive.

HEALTH & SAFETY PRECAUTIONS
The Safety Data Sheet should be consulted for proper

handling, clean up and spill containment before use. Keep

containers covered to minimize contamination.

LIMITED WARRANTY
The Limited Warranty for this product can be found at www.bostik-

us.com/resource-center/warranties or by calling 1-800-726-7845

(choose option 2, then option 2 again). To the maximum extent allowed

by law, Bostik disclaims all other express or implied warranties,

including without limitation warranties of merchantability and fitness

for a particular purpose. Unless otherwise stated in the limited

warranty, the sole remedy for breach of warranty is replacement of the

product or refund of the buyer's purchase price. Bostik disclaims any

liability for direct, incidental, consequential, or special damages to the

maximum extent allowed by law. Disclaimers of implied warranties

may not be applicable to certain classes of buyers and some states do

not allow the exclusion or limitation of incidental or consequential

damages, so the above limitations may not apply to you. It is the

buyer's obligation to test the suitability of the product for an intended

use prior to using it. The Limited Warranty extends only to the original

purchaser and is not transferable or assignable. Any claim for a

defective product must be filed within 30 days of discovery of a

problem, and must be submitted with written proof of purchase.

BOSTIK HOTLINE

Smart help

1-800-726-7845
Bostik, Inc.
11320 W. Watertown Plank Road

Wauwatosa, WI 53226

www.bostik-us.com

This document supersedes all previously published literature.

04.13.2016

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

